
















Samsung uVending

• Software
- Display Node 

Network monitor which acts as a display device. 

- Control Node

User Interface software to controls appearance of the 

Display Node

- Sender Node 

Transmits a picture of the PC screen with the Sender software

- Stream Node 

Displays captured image or WMV video

• System Requirement

• Customizable to meet your needs
The Samsung uVending kit is a unique solution, regardless of your 

vending platform. With innovative features such as a 46-inch DID panel, 

network module, shock sensor, WiFi, and built-in camera, it’s no wonder 

why our uVending solution is so flexible and effective. So from beverages

to accessories, we can help you meet your vending needs.

• More then just a vending machine
Transform your vending machine into a versatile and intelligent business

solution with our Vending Machine Management solution. Learn which 

products are the most profitable. Check inventory levels before you run 

out. Get real-time status information so you can make any updates 

before losing any business.

• Curbing vandalism
Protecting your vending machines against vandalism is nearly an 

impossible task. But our uVending solution can help defend your 

machines against potential vandals. Once the shock sensor detects

a disturbance, it projects a warning message and the built-in camera 

is activated. It then reports the incident in real-time to a network server 

so you will be notified immediately.  

• Break through the clutter
With Samsung’s innovative uVending solution, we can transform your 

vending machine into a vending billboard. The eye-catching Interactive 

Screen allows you to display promotional information about your product 

on the front of the vending machine. Our Web-based solution also 

makes managing this information easy and convenient. 

Who ever thought that a simple vending machine could be an intelligent business solution? We did. Built from advanced
technology, Samsung’s interactive uVending solution can tell you when your inventory is running low, which product is the
most profitable and even alert you when it’s being vandalized. Our uVending solution is changing the way people think
about vending machines-one machine at a time.

• Supporting Format
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Samsung UD
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Sender Node

Display Node

Gigabit Router

Control Node

Stream Node Screen Senders: Four mobile PCs with JAVA installed
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Images

- TIFF, JPEG, GIF, BMP, PNG 
(up to 25 Megapixels)

- No preprocessing required

Movies

- Anything Quicktime can decode
- Some formats at large sizes need 

conversion to work well under Windows

Video Stream

- Standard and high definition video 
streams over the network are supported.

- Requires a separate powerful Windows 
machine to handle decoding and sending

Large Images

- Up to gigapixel images
- Requires preprocessing to pyramidal TIFF

JPEG, TIFF, or PNG

Senders

- Any networked computer screen from 
a machine capable of running Java 

- Wired/ Wireless network connections
- Mouse interaction through tiled display

interface with sender machine
- Desire to do on window-by-window basis
(deferred)

Display Node 

• Windows XP Embedded

• Video card supports OpenGL1.2

• QuickTime version 7 or later

• Google Earth

• 1Gbit Network

Sender Node

• Windows XP SP2 / Vista

• Java Runtime Environment V1.6 or higher

• Dual Core 1.8 GHz CPU and 2 GB RAM 

(Minimum system requirements)

• 1Gbit Network

Stream Node

• Windows XP SP2

• Webcam, Video Capture Device

• Quad Core 2.4GHz CPU and 2 GB RAM 

(Minimum system requirements)

• 1Gbit Network

Control Node

• Windows XP SP2 / Vista

• Video card supports OpenGL1.2

• Quicktime version 7 or higher    • Google Earth

• Java Runtime Environment V1.6 or high 

• 1 GB RAM or more, 2 GHz CPU (Minimum system requirements)

• 1Gbit Network

Anti Vandalism

Speaker System

LCD Touch Screen
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Vending
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Outdoor (All-in-One)

• Improved readability
High brightness and high contrast make Samsung LFDs the natural 

choice for outdoor venues. The specially-designed LCD panel delivers

increased readability and clarity in almost any lighting situation—indoor 

or out. What’s more, Samsung LFDs produce images that are 3 times 

brighter than standard TVs or monitors. 

• Customized installation
Following the enclosed Housing Guide, you can easily install and 

customize the housing for your Samsung LFD. And no matter how 

complex the configuration, the 460DR/460 DRn can be easily installed 

to create a high-impact visual expression. 

• Optional air conditioner
Having the ability to control the temperature inside of your LFD is 

important, especially when used outdoors. That’s why the 460DR/460 

DRn can be purchased with an optional air conditioner feature. It helps 

to maintain the optimal temperature within the housing, to prevent 

overheating and permanent damage. 

• Enhanced networking capabilities
The built-in network module on the LFD monitor provides you with 

another layer of convenience. The module allows for easy networking 

for greater efficiency and overall performance. 

• 4-way anti-burn-in protection
Protecting your Samsung LFD from burn-in is critical to its longevity. 

Each LFD provides you with the ability to choose from among six types

of anti-burn protection, as well as the time period of each operation. 

• High Definition Multimedia Interface
As an added feature, the Samsung LFD comes fully-equipped with a 

high-performance High Definition Multimedia Interface (HDMI). This will 

allow your LFD to connect with any compatible digital audio/video source.

Your LFD can be your first point of contact with your audience, and the Samsung SyncMaster 460DR/DRn is sure to leave
a good impression. Features such as improbed readability, increased network capabilities and optional air conditioner
transform the 460DR/DRn into an LFD that’s optimal for any outdoor environment. And don’t forget the clear and high-
quality images you’ve come to expect from our Samsung LFDs.
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Air Conditioner

Samsung ID / Samsung ID2

• Ultra-slim bezel
At an amazing 3.6mm, the new bezel design takes LFDs to a next level. 

This ultra-slim bezel design enhances the viewers’ visual experience with

clean minimalist borders that surround the image area. This thoughtful 

design is ideal for multiple-monitor setups. 

• Easy installation
The “Lego brick” design of the UX/UXn allows for quick and easy 

installation without hiring any outside help. So regardless of how 

complex your configuration, the UX/UXn can be easily installed to 

create a high-impact visual expression. 

• Various installation Methods
Whether the ideal image orientation is vertical or horizontal, 

the Samsung UX/UXn LFD can be configured to best suit your needs. 

With the UX/UXn, your configuration options are virtually limitless. 

Feel free to experiment and discover new configurations that will grab 

the attention of your audience.

• Package Contents

Samsung’s UX/UXn LFD will help deliver a larger-than-life message to your audience. The new Samsung ID2 boasts a
3.6mm ultra-slim bezel that provides for a larger display surface. This new feature is particularly useful when creating video
walls. For example, Samsung has devised a way to configure the LFDs so that up to four units can be placed vertically,
and with no limits to how many are placed horizontally. And with crystal-clear images, Samsung’s LFDs will reproduce
spectacular visuals that are guaranteed to grab everyone’s attention.
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Modular Peanut Ring Samsung ID

20mm 11mm

Samsung IDConventional Samsung ID2

3.6mm

Basic[3x3] Stair Pyramid Rectangle

SAMSUNG Video Wall Kit Main Body

BRACKET-BALLAST

Screws(M5X) HOLDER WIREL-Shape Wrench(4mm)

BRACKET-TOP

BRKT-LINK MIDDLE

BRACKET-LINK TOP

Front View Back View



MagicInfo

WAN/LAN Based Solution

MagicInfo Pro uses an Ethernet network for servers and monitors, and transfers media files (image files, music files, and movies) 

and office files (HTML, PDF, Flash, RSS) from the server to the monitors over the network.

Multiple monitors are connected to a server via a network and the server can transfer files to all the monitors at the same time.

Specifications

1. Hardware System 

Allio (or i-Capture + SmartBox2) attached to SAMSUNG LFD 

• Hardware Interface: Ethernet

• Right and Left Face Recognition Range: 125 degrees

2. Software

MagicInfo-i standard or equivalent S/W certified by SAMSUNG

A. MagicInfo-i Author or equivalent S/W certified by SAMSUNG

B. MagicInfo-i Server or equivalent S/W certified by SAMSUNG

C. MagicInfo-i Player or equivalent S/W certified by SAMSUNG

3. Software Operating Environment

A. MagicInfo-i Author, Server - Windows 2000, XP, 2003

B. MagicInfo-i Player - Windows XP Embedded

4. Features

A. Proactive Advertising

B. Automatically detects and tracks viewers’ faces

C. Interactive Action Script (Visual Basic Script)

D. Customizable Viewer size

E. Smart scheduling

• Simple Content Design
Creates a view or selects a created view for each menu item so that 

you can perform a screen schedule and performs basic control for the 

monitors from the server. (FLASH, Image, Input Source, Office, PDF, 

Sound, Text, Video and Internet).

• Easy Content Scheduling
Select the screen on which it should be displayed, the time at which 

it should go live. This three step process ensures quick and easy 

scheduling of contents.

Samsung MagicInfo is a powerful professional user interface that enables the creation and control of an extended network
environment. MagicInfo is the ideal choice for businesses that want to enjoy the benefits of a robust digital display solution
without the need of a dedicated PC for each individual display. This unique interface solution exclusive to Samsung’s LFDs
provides a considerable savings in operation costs and improves the delivery of your key message. (Network Models Only)

• Provides statistical information on the number, gender, and age group of viewers by recognizing and tracking 
faces of viewers

• Allows users to analyze effectiveness of advertisements

• Scheduling of contents based on characteristics of viewers (Smart Scheduling)
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Server

Server

Create
Content

Schedule
Content

Publish

System
Diagnosis

Remote
Management

Urgent
Message

WAN/LAN

Samsung PROM
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WEB Based Solution

A User can arrange various objects such as, Graphic, text video, animation, clock, logo, and RSS, and generate effective

presentations and interactive contents by using MagicInfo. A user can connect to the server and control devices remotely and organize

content with various effects using their web browser. A Server manages generated contents for easy reusing, searching, and

distributing. Centralized creation and distribution system makes various types of display management simple. A Player can be applied

to various display. For example, it can produce interactive contents by applying all Samsung Network display.

Server

Server

WEB

WEB

Create
Content

Schedule
Content

Publish

System
Diagnosis

Remote
Management

Urgent
Message

• Various types and multi pages of Content Design
Author is a tool to create effective presentations and interactive content 

by arranging various elements with user friendly interface. (such as 

Shape, FLASH, Image, clock, Input Source, Office, PDF, Sound, Text, 

Video and Internet).

• Content Schedule with accessing Web Server
Schedule with contents which should be displayed and select the 

monitors this step process ensures quick and easy scheduling of 

contents. you can make and delivery schedule at anywhere.



MagicInfo
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WEB/WAN/LAN Based Solution

A User can arrange various objects such as, Graphic, text video, animation, clock, logo, and RSS, and generate effective

presentations and interactive contents by using MagicInfo.

A user can connect to the server and control devices remotely and organize content with various effects using their web browser.

A Server manages generated contents for easy reusing, searching, and distributing. Centralized creation and distribution system

makes various types of display management simple.

A Player can be applied to various display. For example, it can produce interactive contents by applying all Samsung Network display.

• Remote Device Management
The device management feature of MagicInfo show the status of each 

screen and allows the settings of each display to be managed remotely. 

Adjust the color, brightness, RGB values and Panel Off/On, Volume On, 

Off for a display monitor remotely.

• System Diagnosis
You can view the system information for a device. Displays the items 

required to manage the system properties of the client in a view.

You can check the network system information and Monitor status. 

Such as CPU, memory, storage, Monitor temperature, Serial Number.

• Video Wall
A video wall allows multiple screens to play a single content item, 

where each screen plays a part of the content. Therefore, you can 

create a very large screen using a video wall.

• Available USB based local Schedule
In case of no Network setting, save schedule to USB memory stick, 

and plug USB memory to monitor. The monitor automatically download

the contents and schedule and play.

• Targeted messaging
Write a message or urgent message to publish content immediately 

or schedule content for the selected device and device group. Set the 

font, font size, and font color of an urgent message. Set the background 

image, position on the screen, scroll on/off, timer on/off for an urgent 

message. Supports the preview of an urgent message on the server.

1. Make Contents Easily
2. Edit Schedule Easily
3. Save Them To USB

No Network connection
No LAN Cable
No PC Cable
No Additional PC
No RS232C

Only A Power Cable

Plug In
USB

SAMSUNG ELECTRONICS Co., Ltd

ACCESSORIES

Welcome Board Samsung ID Stand

Speaker Ceiling Mount

Wall Mount

LCD/PDP Accessory

Accessory

Product Name

STN-520WE

Product Name

SP-L400DB(S)

Product Name

SP-L460DB(S)

Product Name

SP-L570DB(S)

Product Name WMN4070D Product Name WMN-5770D Product Name WMN-7070D

VMN-7070D

Product Name WMN-8270D

VMN-8270D

Product Name CML500D Product Name CML630D

Product Name

MID40

MID46

Wall Mount
Item Model

Horizonal Vertical
Celling Mount Welcome Board Stand Samsung ID Speaker

L: Landscape Mode / P: Portrait Mode

LCD

PDP

320MX(N)

400MX(N)

400CX(N)

400TSN

460MX(N)

460CX(N)

460TSN

400DX(N)

400UX(N)

460DX(N)

460UX(N)

460UT(N)

520DX(N)

570DX(N)

700DX(N)

820DX(N)

P42H

P50F

P63F

WMTL4001D

WMN4250D VMN4240D

WMN5770D

WMN4250D VMN4240D

X

WMN5770D

WMN5770D

WMN5770D

WMN7070D VMN7070D

WMN8270D VMN8270D

WMN5770D

X

CML500D

X

X

X

X

CML500D

CML630D

X

STN-520WE (new)

STN-520WE (new)

X

X

X

STN-520WE (new)

X

STN-L3257D

Bundle

STN-4063D

SMM6330D

X

MID40

X

MID46

MID462 (new)

X

Built In

SP-L400DB

X

SP-L460DB

X

X

Built In

SP-L570DB

Built In


